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Urban Drainage Network Generation with Geographic 
Information Systems Using Remotely Sensed Data 

Abstract: In Sri Lanka most of the existing urban drainage systems are not functioning properly. 
Establishing a proper drainage system in an urban area.is extremely important since it could avoid floods 
and inundation which causes damage to property and inconvenience to city dwellers; improve health 
conditions of the urban community by avoiding stagnant water; give an aesthetically pleasing 
environment, etc. Therefore, in Sri Lanka, establishing a proper drainage system and maintaining the 
same has become a major challenge in urban areas. Urban drainage network identification is a primary 
requirement for developing a proper drainage system. Urban drainage network identification is a tedious 
task, which is usually done through engineering surveys. The computer aided Geographical Information 
Systems (GIS) can be utilized to generate drainage network from the terrain data. The main objective of 
this work is the study of stream network generation in GIS using data extracted from aerial photographs, 
carryout accuracy comparison with surveyed drainage network and then to identify the parameters that 
affect the accuracy of generating streamlines. In this study, two urban watersheds from Colombo and one 
watershed from Moratuwa were studied to identify the stream network generation and associated terrain 
indicators using data extracted from aerial photographs. 

The data extraction for the study was done using three methods. Existing drainage network and 
watershed boundary were digitized from hard copy maps of Sri Lanka Land Reclamation and 
Development Corporation (SLLRDC). Contours, spot heights, buildings and road data in digital form 
were extracted from the digital archives of the National Survey Department (NSD). Some of the existing 
streamlines and culvert locations were surveyed specifically using GPS. Then the generation of the 
Triangulated Irregular Network (TIN) was carried out using the extracted contours and spot heights. 
Using the TIN, Digital Elevation Models (DEM) for spatial resolutions of 2m, 5m, 10m, 20m & 50m 
were generated. For each DEM, flow direction grids and flow accumulation grids were generated as 
components of stream network generation. Once the streamlines are generated from the flow 
accumulation grid, it is necessary to give a threshold value to separate the stream network. After 
comparing several vector and grid based methods, it was identified that Grid Based Comparative 
Squares (GBCS) method could be effectively used for comparing the accuracy of generated and 
extracted streamlines. In the GBCS method the streamlines generated and observed are matched for 
fitting only within identified square areas. In the squares, comparison is done using zones of distance 
from observed streamlines created using buffering capability of GIS, and giving an error code for the 
generated lines which fall into buffers that represent the deviation. Therefore, once the squares are 
selected spatially, then the degree of fitting of the computed and the observed streamline are compared 
with a system of buffers drawn to each observed streamline within a square. The squares and a buffer 
zoning of the extracted streams enable the identification of deviations of the generated streams from 
those of engineering survey sheets. Deviations were compared using RMSE (Root Mean Square Error) 
as the numerical indicator. 

The extracted stream network of catchments indicated a strong human influence in deviating the stream 
network and hence buildings were combined to the DEM to identify whether the results would show a 
difference. The same accuracy assessment method for five spatial resolutions was used for comparison 
of stream network. Also Flatness, Stream Order 
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s t reamlines would vary significantly probably due to less contr ibut ing cells and also as a result of 

human interventions. 

The stream ne twork identification to a reasonable accuracy using remotely sensed data of 0.4m accurate 

con tou r s and add i t i ona l spo t he igh t s is not a s t r a igh t fo rward o p e r a t i o n in the ca se o f se l ec ted 

watersheds . T h e significant flat terrain poses problems in identifying the flow directions to find a 

unique stream network. 

1.0 Introduction 

In Sri Lanka most o f the exist ing urban drainage 

s y s t e m s a r e n o t f u n c t i o n i n g p r o p e r l y . 

Es t ab l i sh ing a p r o p e r d r a i n a g e s y s t e m in an 

urban area is ext remely important s ince it could 

a v o i d f l o o d s a n d i n u n d a t i o n w h i c h c a u s e s 

damage to property and inconvenience to city 

d w e l l e r s ; i m p r o v e h e a l t h c o n d i t i o n s o f the 

urban communi ty by avoiding stagnant water; 

give an aesthetically pleasing environment , etc. 

Increase of popula t ion in urban areas leads to 

the reduction of available land and this results 

in enc roach ing and c los ing of d ra inage canal 

reservations and land filling of water retention 

& detention areas. Lack of a proper canal system 

to ensure good dra inage and having inadequate 

low land to act as retention and detention areas, 

genera tes a ser ies of p r o b l e m s related to one 

another. D u e to this reason, f looding of urban 

a r e a s in S r i L a n k a h a s b e c o m e a c o n s t a n t 

problem. 

Therefore , in Sri Lanka , es tab l i sh ing a proper 
drainage sys tem and mainta ining the same has 
become a major cha l lenge in urban areas. Urban 
d ra inage n e t w o r k iden t i f i ca t ion is a p r imary 
requirement for deve lop ing a proper drainage 
system. Urban dra inage ne twork identification 
is a tedious task, wh ich is usual ly done through 
e n g i n e e r i n g s u r v e y s . L o c a t i o n and e l eva t ion 
data from these s u r v e y s are then p lo t t ed to 
identify physical features and terrain features. 
P lo t t ing to dif ferent s ca l e s , m a i n t a i n i n g and 
checking accuracy, interpolat ion of values etc., is 
a t ime consuming difficult task. In the present 
system, the stream ne twork is also surveyed and 
s u p e r i m p o s e d o n to t he c o n t o u r m a p . T h e 
c o m p u t e r a i d e d G e o g r a p h i c a l I n f o r m a t i o n 
S y s t e m s ( G I S ) c a n b e u t i l i z e d to g e n e r a t e 
drainage ne twork from the terrain data. In most 
of the occasions, a dra inage ne twork designer or 
a munic ipa l e n g i n e e r n e e d s to ob ta in s t ream 
network and watershed information, depending 
on the engineer ing appl icat ions that need to be 
i m p l e m e n t e d . P r e s e n t d a y G I S e n a b l e the 

identification of terrain details such as s lope and 

a s p e c t s , the w a t e r s h e d b o u n d a r y , d r a i n a g e 

networks and thereafter changes to drainages 

due to change of terrain etc. 

T h e u rban a rea t e r ra in a n d s t r eam n e t w o r k 

genera t ion is a task, wh ich is wel l k n o w n as 

difficult because of the surface flatness, which is 

a c o m m o n feature in most urban areas. In Sri 

L a n k a , t h e a p p l i c a t i o n o f G I S a n d a e r i a l 

p h o t o g r a p h y to ident i fy the s t r eam n e t w o r k 

a l o n g w i t h a s s o c i a t e d a c c u r a c y is ye t to b e 

carr ied out. A s such, in this study, two urban 

watersheds from C o l o m b o and one watershed 

f rom M o r a t u w a w e r e s t u d i e d ( F i g u r e 1) to 

ident i fy the s t r e a m n e t w o r k g e n e r a t i o n and 

a s s o c i a t e d t e r r a i n i n d i c a t o r s u s i n g d a t a 

extracted from aerial photographs . 

• C D O D O t ' D t C D 

Figure 1: General Outline of Study Area 
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Table 1 : Details of Input Data 

Type of Data Source Stated Accuracy 
(H - Horizontal) 

(V - Vertical) 

Existing Streamline Paper maps of SLLRDC H 0.6 m 
Watershed boundary Paper maps of SLLRDC H 0.6 m 
Culvert locations Paper maps of SLLRDC H 0.6 m 
Existing streamline Mosaic Image of Aerial H 0 . 6 m 
(Katubedda watershed) photograph 
Contours Digital archives of NSD H 0.4 m V 0.4 m 
Spot heights Digital archives of NSD H 0 . 4 m V 0 . 3 m 
Building Digital archives of NSD H0.6m 
Roads Digital archives of NSD H0.6m 
Existing minor streamlines not GPS field Survey (Trimble) H0.3m 
indicated in maps 
Culvert locations not indicated GPS field Survey (Hand held) H 5 m 
in maps 

2.0 Objectives 

The main objective of this work is to study 
stream network generation in GIS using data 
extracted from aerial photographs, carryout 
accuracy comparison with surveyed drainage 
network and then to identify the parameters 
that affect the accuracy of generat ing 
streamlines. Other issues addressed are the data 
resolutions, comparison techniques and the 
identification of the use of GIS outputs with 
remotely sensed data for engineer ing 
applications. The present study was carried out 
for the three watersheds stated above and a 
comparison was done with the surveyed stream 
networks. 

3.0 Study Area & Data 

3.1 Description of Study Area 

Torrington watershed is located in central 
Colombo containing a mixture of residential 
areas, roads, playgrounds, marshy areas etc. The 
watershed area is approximately 450 ha. The 
watershed drains to the sea at Wellawatte. 
Attidiya watershed which is located in the 
southern part of Colombo which is 
approximately 190 ha contains a mixture of 
residential areas and other users. The watershed 
drains to the sea at Panadura through Bolgoda 
Lake. Katubedda watershed which is 
approximately 250 ha, is located in the southern 
part of Greater Colombo containing a mixture of 
playground, important buildings like higher 
educational institutes, marshy areas etc. The 

watershed drains to the sea at Panadura through 
Bolgoda Lake. 

3.2 Description of Data 

The data extraction for the study was done 
using three methods. Existing drainage network 
and watershed boundary were digitized from 
hard copy maps of Sri Lanka Land Reclamation 
and Development Corporat ion (SLLRDC) . 
Contours, spot heights, buildings and road data 
in digital form were extracted from the digital 
archives of the National Survey Department 
(NSD). These data were generated by NSD 
using Remotely sensed Data with reasonable 
ground verification. Some of the exist ing 
streamlines and culvert locations were surveyed 
specifically for this study using GPS. In the 
Katubedda watershed some of the streamlines 
could not be extracted from the mosaic image of 
the aerial photographs. Therefore, a GPS field 
survey was carried out to obtain this 
information. A trimble GPS instrument was 
used and its stated horizontal accuracy is ±0.3m. 
Culvert locations of the Torrington watershed 
were identified using low the accurate Garmin 
GPS and its stated accuracy is ±5m. The details 
of input data are given in Tablel. 

4.0 Methodology 

The study methodology for the streamline 
generation in an urban watershed using 
remotely sensed data is as shown in Figure 2. 
Initially the Torrington watershed data set was 
used for applicat ion and the other two 
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Data Collection & Checking 

Y 
Extraction of study Area, Contours & Spot 

heights, Existing streamlines, Existing Buildings, 
Roads & Drainage structure locations i 

Generation of TIN, DEM & Stream network for 
Grid selection of 2m, 5m, 10m, 20m & 50m 

Selection of comparison methodology for 
stream network & criteria 

Comparison of generated and extracted stream 
network and find out the best grid cell size 

Comparison of Stream network after the 
Incorporation of Buildings 

Comparison of results with terrain features 

1 
Identification of issues in stream network 

generation 

Figure 2: Study Methodology 

watershed data sets subsequent ly used to 
identify similarities and differences. 

4.1 Database Preparation 

The digital database required for this study was 
prepared by extracting data of contours, spot 
heights, buildings, roads, culvert locations and 
existing streamlines directly from the database 
of NSD. NSD spatial data are in vector format 

having elevation as an attribute. The existing 
streamlines of Torrington & Attidiya were 
extracted from the maps of SLLRDC which had 
been prepared by joining of 1:1000 maps and 
reducing to 1:4000 scale. This map indicated 
joining and reducing errors, which affect the 
overall accuracy of stream network extraction. 
This map scanned and cropped to several 1:1000 
files avoiding pasting edges, was geo-referenced 
using building and road features as reference 
points. Then, streamlines were extracted by 
considering each 1:1000 files at a time. In the 
Katubedda watershed, existing streamlines 
were extracted using aerial photographs since 
SLLRDC maps were not available. The aerial 
photographs, which were scanned and geo-
referenced, were combined to form a single 
image through mosaic from which streamlines 
were digitized. 

4.2 Terrain Generation 

The generation of the Triangulated Irregular 
Network (TIN) was carr ied out using the 
extracted contours and spot heights. Using the 
TIN, Digital Elevation Models (DEM) for spatial 
resolutions of 2m, 5m, 10m, 20m & 50m were 
generated. For each DEM, flow direction grids 
and flow accumulation grids (Kohler 1999) were 
generated as components of stream network 
generation. Direction of flow in a cell is called 
"flow direction" and the flow accumulated at a 
particular cell due to contributing cells from 
upstream is called "flow accumulation". 

Once the streamlines are generated from the 
flow accumulation grid, it is necessary to give a 
threshold value to separate the stream network. 
The primary objective of streamline generation 
is to develop a set of streams, which follow a 
similar pattern of streamlines in the engineering 
survey sheets. This is done by assuming that the 
remotely sensed data could be used for the 
development of a data set which can be utilized 
for comparing the presently used engineering 
survey sheets. Therefore, the threshold value 
has to be selected such that the streamline 
patterns of maps match with the generated 
streamlines. In this study it was assumed that 
the patterns match, if the total numbers of 
branches are the same in both generated and 
extracted streamlines since the direction of 
generated and extracted streamlines are almost 
the same due to the influence of morphology in 
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the s t r e a m l i n e d e v e l o p m e n t p r o c e s s . T h e 

concept of "outlet s t ream order" which indicates 

the level of branching off s t reams at the outlet of 

a watershed, gives an indicator o f h o w well the 

s t r e a m l i n e s a r e b r a n c h e d o f f w i t h i n t h e 

watershed. 

T h e r e f o r e , t h e t h r e s h o l d v a l u e for f l o w 

a c c u m u l a t i o n g r id w a s iden t i f i ed u n d e r the 

condi t ion that s t ream order o f genera ted and 

extracted streamlines at the outlet become equal. 

In this case , for all th ree w a t e r s h e d s , s t r eam 

o r d e r at the o u t l e t for b o t h g e n e r a t e d a n d 

e x i s t i n g s t r e a m l i n e s w a s d e t e r m i n e d b y 

changing the threshold value. Table 2 indicates 

h o w this v a r i a t i o n o c c u r s in the T o r r i n g t o n 

w a t e r s h e d . S t r e a m o r d e r v a l u e for b o t h 

g e n e r a t e d and a c t u a l s t r e a m l i n e s a r e d o n e 

manua l ly by coun t ing the b ranches up to the 

outlet based on the "Shreve Order" method. 

T h e G I S generated threshold values for different 
resolutions were var ied by trial and error until 
the extracted s t reams matched in branching off. 
Then, the respective threshold value that fulfills 
t h i s r e q u i r e m e n t w a s i d e n t i f i e d fo r e a c h 
watershed. This threshold va lue was divided by 
t h e to t a l n u m b e r o f 2 m 2 s i z e p i x e l o f t h e 
r e s p e c t i v e w a t e r s h e d , t o g e t t h e p e r c e l l 
threshold value for the watershed . The per cell 
t h r e s h o l d v a l u e g i v e s a m o r e g e n e r i c 
r e p r e s e n t a t i o n o f a w a t e r s h e d , r e l a t e d to 
s t reaml ine genera t ion . T h e per cell threshold 
value for each watershed is given in Table 3. The 
average per cell threshold value comes as 0.016 
for t he t h r e e w a t e r s h e d s . T h e r e f o r e , for 
geographical ly s imilar areas, mean ing for areas 
h a v i n g s imi l a r t o p o g r a p h y a n d land use , an 
average per cell threshold value of 0.016 would 
r e a s o n a b l y m a t c h the g e n e r a t e d s t r e a m l i n e 
n e t w o r k w i t h t h e s t r e a m n e t w o r k f rom 
engineer ing surveys. 

Table 2: Stream Order Number Variation with 
Threshold Value for Torrington Watershed 

Table 3: Per Cell Threshold Value for study 
Watersheds 

Threshold Generated Actual Stream 
Value Stream Order Order 

6000 3 0 14 
8000 27 14 
10000 32 14 
12000 25 14 
14000 18 14 
15000 14 14 
16000 12 14 

Torrington Attidiya Katubedda 

Threshold 
va lue / ce l l 

0.014 0.015 0.019 

4.3 Accuracy Assessment 

After compar ing several vector and grid based 

methods (Attygalla 2005) , it was identified that 

G r i d B a s e d C o m p a r a t i v e S q u a r e s ( G B C S ) 

method could be effectively used for comparing 

the a c c u r a c y o f g e n e r a t e d a n d e x t r a c t e d 

s t r e a m l i n e s . In t he G B C S m e t h o d the 

s t r e a m l i n e s g e n e r a t e d a n d o b s e r v e d a re 

matched for fitting only within identified square 

areas. In the squares, compar i son is done using 

zones of d i s t ance from obse rved s t r eaml ines 

created using buffering capabi l i ty of GIS , and 

g iv ing an e r ror c o d e for the gene ra t ed l ines 

w h i c h fal l i n t o b u f f e r s t h a t r e p r e s e n t t he 

d e v i a t i o n . T h e r e f o r e , o n c e the s q u a r e s a re 

selected spatially, then the degree of fitting of 

the computed and the observed streamlines are 

c o m p a r e d with a sys t em o f buffers d rawn to 

e a c h o b s e r v e d s t r e a m l i n e s w i t h i n a s q u a r e 

( A t t y g a l l a 2 0 0 5 ) . T h e s q u a r e s a n d a buf fe r 

z o n i n g o f the e x t r a c t e d s t r e a m s e n a b l e the 

iden t i f i ca t ion o f d e v i a t i o n s o f the gene ra t ed 

s t r e a m s f rom t h o s e o f e n g i n e e r i n g s u r v e y 

s h e e t s . T h e l a y o u t o f t h e s q u a r e s a n d an 

example of the buffers are shown in Figure 3. 

Figure 3: Layout of Squares and Buffers -Torrington 
Watershed 
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T h e s i z e s o f b u f f e r s a n d the s q u a r e s w e r e 

c h a n g e d s y s t e m a t i c a l l y t o i d e n t i f y t he 

deviat ions corresponding to the outputs of each 

watershed. As a result, the square sizes assigned 

to T o r r i n g t o n , A t t i d i y a a n d K a t u b e d d a 

w a t e r s h e d s a r e 2 0 0 m , 4 0 0 m a n d 1 8 0 m 

respect ive ly . T h e d e g r e e s o f d e v i a t i o n s w e r e 

m e a s u r e d u s i n g t h e g r i d c e l l s i z e s a n d the 

number of cells away from the observed line. As 

for example , in order to identify the degree of 

deviat ion in the resul ts , the grid cells in each 

buffer were identif ied us ing numer ica l labels . 

T h e average buffer d i s tances o f 1, 3.5, 7.5, 15 , 

27.5 and 70 values were ass igned respectively 

for the T o r r i n g t o n w a t e r s h e d w h i c h has an 

a v e r a g e d e v i a t i o n o f 35 m. D e v i a t i o n s w e r e 

c o m p a r e d u s i n g R M S E ( R o o t M e a n S q u a r e 

Error) as the numer ica l indicator(Wil l iam 2001) . 

The R M S E value indicates the average deviation 

of generated stream lines from those in the hard 

copy maps. 

R M S E is defined as, 

R M S E (m) = 

Where Ni - N u m b e r of cells for each buffer 

Xi - Average buffer deviat ion 

4.4 Spatial Resolution 

The study for all three watersheds was done for 

five spatial resolut ions i.e. 2m, 5m, 10m, 2 0 m & 

5 0 m . T h e b a s e d a t a s e t a c c u r a c y o f ± 0 . 6 m 

indicated that a spatial resolution of l m would 

not improve the quality of the outputs. 

4.5 Incorporation of Buildings 

The ex t r ac ted s t r eam n e t w o r k of c a t c h m e n t s 
indicated a strong h u m a n influence in deviat ing 

u g t i d 

E i t r j c k d v i * m > » . 

o m i n d s t t i * m a n i t u u g 

->-= 

Figure 4: Torrington Watershed with Building and 
Streams 

the s t ream ne twork and hence bui ldings were 

combined to the D E M to identify whe ther the 

results would show a difference (Figure 4). The 

s a m e a c c u r a c y a s s e s s m e n t m e t h o d for f ive 

spatial resolutions was used for compar ison of 

stream network. 

4.6 Catchments Parameters 

F la tnes s , S t r e a m O r d e r a n d Sur face S l o p e of 

each watershed was computed for comparison. 

The respective values are given in Table 4. 

5.0 Results 

5.1 Accuracy 

T h e g e n e r a t e d s t r e a m n e t w o r k s u s i n g spo t 
heights and contours a long with the extracted 
network for three watersheds is shown in Figure 
5. T h e m e a n R M S E c o m p u t e d u s i n g R M S E 
va lues for each square for each o f the three 
watersheds is shown in Table 5. 

Table 4: Mean R M S E and Other Parameters for Watersheds 

\ Condition Mean RMSE for 2m Catchments Parameters \ Condition 
Resolution 

\ Contours & Contours, Spot Flatness Stream Order Surface Slope 

Watershed 

Spot Heights Heights and 
Building 

Incorporation 

Torrington 
Attidiya 
Katubedda 

31 
78 
40 

28 
74 
29 

21% 
48% 
22% 

14 
5 
7 

0.169 
1.36 

0.893 
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Table 5: Average R M S E variation with spatial 
resolution. 

Reso lu t ion R M S E (m) Reso lu t ion 

T o r r i n g t o n A t t i d i y a K a t u b e d d a 

2 31.2 74.2 40.9 
5 34.2 72.5 41.1 
10 32,1 69.0 41.2 
20 35.1 57.0 42.8 
50 35.8 69.2 46.7 

5.2 Combining the Building layer 

The DEM modified with buildings indicated, 
that in some areas there were visible 
improvements but in general it had no 
significant clearly represented effect (Attygalla 
2005). The average RMSE value for Torrington 
was 28.9 after incorporating buildings. 

5.3 Catchments Characteristics 

The selected watershed parameters computed 
for the three study areas were compared with 
error values are shown in Table 4. 

6.0 Discussion 

6.1 Stream Network Accuracy 

The average RMSE value variation with spatial 
resolution did not indicate a general trend of 
deterioration of quality with spatial resolution 
getting coarser. The RMSE on average for a 2m 
spatial resolution indicated a minimum value of 
31m for Torrington watershed whereas for 
Katubedda and Attidiya watersheds the same was 
41 and 74 respectively. This shows that the 
generated stream network deviated significantly 
from that which had been extracted from 
engineering surveys. The study identified that the 
main reason for this is the high percentage of areas 
in each watershed having zero or near zero slopes 
thereby creating difficulties in the generation of 
unique streamlines. When the flatness increased 
the matching also rapidly deteriorated (Table 4). 

The study also identified that the accuracy levels 
were lower in the areas of lower stream order. 
This shows that in the upper reaches the 
streamlines would vary significantly, probably 
due to less contributing cells and also as a result 
of human interventions. A comparison of the 
RMSE error with percentage area under each 
slope class is shown in Table 6 

6.2 Incorporation of Buildings 

The incorporation of buildings did not much 
improve the stream network because the 
changes to the DEM by the buildings and the 
stream generation methodology enabled only a 
slight deviation, which was quite different to the 
actual situation. In ground reality the urban 
dwellers modify the streams to suit their land 
parcels or housing complex layouts. Unless such 
land cluster information is incorporated and the 
DEM is modified accordingly, it may be difficult 
to improve the stream network accuracy. This 
needs the incorporation of field surveys of 
existing main drainages, minor roads and other 
critical land parcel details along with remotely 
sensed data. This further modification to the 
DEM would generate more accurate streamline 
network which can be util ized for urban 
planning. However it has been noted that 
incorporation of buildings is important to obtain 
a stream network that would appear close to 
that picked by ground surveying. 

7.0 Conclusions 

1. The stream network identification to a 
reasonable accuracy using remotely sensed 
data of 0.4m accurate contours and 
addit ional spot heights is not a 
straightforward operation in the case of 
selected watersheds. The significant flat 
terrain poses problems in identifying the 
flow directions to find a unique stream 
network. 

Table 6: Percentage of Watershed Area in each Different Slope Class 

Watershed slope class Average 
R M S E 

Watershed 

0-0.01 0.01-0.05 0.05-1 1-5 5-40 

Average 
R M S E 

Torrington 20.3 1.59 52.8 23.5 1.63 31.27 
Attidiya 48 0.1 5.1 36.9 9.5 74.25 
Katubedda 21.3 1.05 27 42.5 7.9 40.95 
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2. For datasets having contours and spot 
heights of approximately 0.4 m accuracy, it 
was identified that the best set of 
streamlines could be generated with 2m 
spatial resolution and the best average 
accuracy was 48.7m. 

3. In general, the study area indicated that 
generated streamline accuracy is improved 
when the surface slope and the stream 
order increases, and when the flatness of 
the watershed is decreased. 

4. The key parameters affecting accuracy of a 
general urban drainage network could be 
clearly identified as 1). Flatness of surface 
and 2). Building and other artificial terrain 
modifications 

5. Evaluation done with the incorporation of 
buildings revealed that the addition of 
better topographic information by critically 
looking at the terrain could in general 
improve the accuracy of generated 
streamlines. 

6. For watersheds similar to those in the case 
studies, the flow accumulation per cell 
threshold value for stream network 
generation is in the order of 0.016. 
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