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 Appendix 01 -  Spectrometer analysis data (cast analysis) used in the study  

  
Charge 

# C Mn Cr Mo V Ni Cu CE S P Si Fe 

1 0.177 0.725 0.057 0.021 0.0061 0.059 0.525 0.35 0.014 0.029 0.161 98.089 
2 0.196 0.793 0.069 0.021 0.0036 0.051 0.615 0.39 0.021 0.023 0.213 97.904 
3 0.169 0.817 0.061 0.026 0.0021 0.057 0.420 0.35 0.019 0.017 0.177 98.092 
4 0.192 0.725 0.057 0.021 0.0060 0.059 0.600 0.37 0.014 0.029 0.210 97.999 
5 0.190 0.919 0.063 0.023 0.0047 0.047 0.520 0.40 0.016 0.015 0.214 97.909 
6 0.193 0.854 0.043 0.021 0.0023 0.056 0.610 0.39 0.029 0.021 0.219 98.065 
7 0.186 0.845 0.047 0.018 0.0057 0.026 0.565 0.38 0.021 0.019 0.178 97.998 
8 0.189 0.814 0.088 0.026 0.006 0.073 0.595 0.39 0.017 0.025 0.221 97.854 
9 0.183 0.821 0.087 0.025 0.0059 0.064 0.475 0.38 0.028 0.029 0.209 97.968 
10 0.200 0.844 0.058 0.024 0.0054 0.079 0.545 0.40 0.015 0.028 0.172 97.886 
11 0.179 0.826 0.078 0.014 0.0077 0.059 0.455 0.37 0.017 0.021 0.196 98.021 
12 0.196 0.910 0.014 0.016 0.0072 0.073 0.470 0.39 0.017 0.026 0.144 98.019 
13 0.196 0.847 0.071 0.036 0.0071 0.088 0.390 0.39 0.028 0.028 0.205 98 
14 0.198 0.915 0.076 0.025 0.0052 0.087 0.550 0.41 0.027 0.032 0.189 97.79 
15 0.202 0.759 0.076 0.025 0.0055 0.090 0.455 0.39 0.029 0.032 0.207 97.994 
16 0.185 0.751 0.057 0.029 0.053 0.072 0.355 0.37 0.014 0.028 0.197 98.141 
17 0.201 0.798 0.061 0.023 0.0078 0.072 0.490 0.39 0.022 0.026 0.218 97.976 
18 0.189 0.822 0.083 0.032 0.0077 0.086 0.595 0.40 0.03 0.023 0.196 97.825 
19 0.201 0.872 0.071 0.026 0.0074 0.084 0.380 0.40 0.03 0.025 0.187 98.026 

 
       
        CE = %C + % Mn/6 + (% Cr + % Mo + % V)/5  +  (% Ni + % Cu)/15 
  

     Appendix 02 - Test data of the tensile properties (10 mm TMT bars) 
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1 2 3 4 5 1 2 3 4 5 

1 559.96 576.29 569.82 582.22 586.24 574.91 10.41 559.30 7.31 6.31 5.32 4.31 5.33 5.72 1.14 4.01 
2 555.67 568.46 566.10 557.91 576.29 564.89 8.34 552.38 4.37 6.33 3.34 4.33 5.33 4.74 1.13 3.04 
3 558.81 559.02 565.62 591.99 573.93 569.87 13.82 549.15 7.34 6.33 5.34 5.33 4.35 5.74 1.14 4.03 
4 584.03 574.60 570.79 570.60 563.72 572.75 7.43 561.61 5.32 6.34 4.34 5.34 4.31 5.13 0.84 3.87 
5 581.58 547.31 578.11 579.16 577.30 572.69 14.28 551.27 4.33 4.32 3.33 5.32 4.31 4.32 0.70 3.27 
6 569.71 575.21 580.53 571.04 561.45 571.59 7.07 560.99 4.33 5.31 4.34 8.30 5.34 5.52 1.63 3.08 
7 568.20 544.87 569.39 563.95 566.24 562.53 10.09 547.40 7.32 5.33 6.33 8.32 7.32 6.92 1.14 5.22 
8 532.69 539.85 527.35 524.29 535.01 531.84 6.17 522.59 5.31 8.31 5.31 9.31 6.32 6.91 1.82 4.19 
9 526.39 518.96 522.54 509.40 517.93 519.04 6.33 509.54 6.31 8.32 6.30 4.31 8.33 6.71 1.68 4.19 
10 536.73 566.19 529.24 540.44 563.51 547.22 16.62 522.30 6.31 6.32 6.31 6.31 5.33 6.12 0.44 5.46 
11 547.14 540.08 551.24 540.60 557.21 547.25 7.26 536.37 7.31 6.31 5.32 5.31 4.31 5.71 1.14 4.00 
12 585.31 582.50 581.11 561.13 565.67 575.14 10.95 558.73 6.32 5.33 7.33 8.31 6.31 6.72 1.14 5.02 
13 569.51 579.01 565.40 564.87 544.98 564.75 12.42 546.12 6.32 4.31 4.31 6.32 8.31 5.91 1.67 3.40 
14 567.12 544.80 548.95 559.52 571.47 558.37 11.43 541.23 5.32 6.33 4.32 4.32 6.31 5.32 1.00 3.82 
15 551.62 533.99 541.04 535.27 532.73 538.93 7.77 527.27 6.32 5.30 8.30 8.31 9.29 7.50 1.64 5.05 
16 527.41 553.45 537.74 553.35 550.00 544.39 11.47 527.18 7.28 6.29 5.28 4.31 5.30 5.69 1.13 4.00 
17 537.41 524.58 522.53 520.24 527.23 526.40 6.67 516.39 6.28 6.28 5.28 6.27 5.28 5.88 0.55 5.06 
18 573.34 570.80 576.72 584.36 563.90 573.82 7.54 562.52 6.32 5.32 8.32 8.31 9.31 7.52 1.64 5.06 
19 527.41 553.45 537.74 540.65 567.07 545.26 15.32 522.28 7.3 6.31 5.3 5.31 4.31 5.71 1.14 4.00 

 500 < Yield Stress < 650 2.5 < 
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Abstract:  Fabrication of the reinforcement cages of concrete pipes, using conventional 
reinforcement bars, require special bending, welding and placement procedures, which are quite time-
consuming. Use of fiber reinforced concrete produced with polyethylene terephthalate (PET) fiber in 
the manufacturing of concrete pipes would be a sustainable solution since PET fiber is an eco-friendly 
material. The objective of this study was to investigate the use of PET fibers as a replacement material 
in the steel reinforcement cages used in manufacturing reinforced concrete cylindrical pipes. It was 
observed that at a water-cement ratio of 0.3 the optimum compressive strength of 45.8 MPa could be 
achieved by including 2% of PET fiber in the concrete mixture. Three different types of specimens; 
plain concrete, reinforced concrete and PET fiber concrete were cast and subjected to the three-edge 
bearing test. PET fiber reinforced concrete provided the optimum strength required for producing 
concrete cylindrical pipes. The PET-fiber concrete cylindrical pipe is an economical and sustainable 
alternative to the classically-reinforced-concrete cylindrical pipe. 
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1. Introduction 
 
Cylindrical concrete pipes which are often 
strengthened with steel reinforcements are used 
in many applications such as in underground 
pipe networks which carry waste water and 
storm water and the construction of deep wells, 
soakage pits and culverts in roads [3]. 
Manufacturing the cage required for the 
reinforced concrete pipes, using conventional 
reinforcement bars requires special bending, 
welding and placement procedures, which are 
very time consuming. Steel-fiber concrete pipes 
were found to be an economical alternative to 
classically-reinforced-concrete pipes as they 
help to overcome the difficulties encountered in 
using ordinary steel reinforcements in pipe 
systems [3]. For example, steel fibers of 
standard sizes can simply be added to the pan-
mixer of any concrete mixer as an aggregate or 
mineral admixture. Similar to ordinary plain 
concrete, steel-fiber concrete can also be 
produced in moulds using standard 
procedures. 
 
However, the continuous exposure of steel fiber 
in the pipes to water may lead the steel fiber to 
corrode and might reduce the durability of the 
pipes [4]. When manufacturing steel fiber 
reinforced concrete, the concrete mixture is 
usually sprayed onto a gateway having a cross-
sectional area of 4 m x 4 m.  However, this 
method is sometimes found to be unsatisfactory 
because steel fiber-reinforced concrete often 
blocks the sprayer if steel fiber and concrete 

have not been properly mixed. To overcome 
this problem, an alternative type of fiber such 
as recycled PET fiber which has been properly 
mixed and which is not vulnerable to corrosion 
is used. 
 
Rapid technological developments have 
increased the use of PET materials in the 
manufacture of containers. Among these 
containers, PET bottles have become very 
popular as beverage containers. However, it 
has to be noted that these PET bottles are a 
major environmental hazard as they will not 
degrade easily. Therefore, research on 
alternative recycling methods of PET fibers has 
received much attention [5]. The objective of 
this study was to investigate the use of PET 
fibers to replace steel reinforcement cages used 
in conventional reinforced concrete cylindrical 
pipes. 
 
 
 
 
 
 
 
 
 
 
 
 
 
2.  Methodology 
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2. Methodology 
 

2.1 PET Fiber Material 
 
Beira Enviro Solutions (Pvt.) Ltd, Horana, Sri 
Lanka provided the PET fibers (Figure 1) 
required for the study. These PET fibers were 
added to the concrete mixture (in the 
proportions of 0%, 1%, 2% and 3% of total 
volume), without replacing any material in the 
typical concrete mixture. Each PET fiber 
addition was done for two water cement ratios: 
0.3 and 0.45. The average diameter and the 
length of the PET fiber were 0.7 mm and 50 mm 
respectively. 
 

 
Figure 1 – PET fiber used in the study 

 
 
2.2 Experimental Procedure 
 
2.2.1 Compressive Strength  
 
Concrete cubes, 150 mm x 150 mm x 150 mm in 
size, were cast according to BS 1881-108 (1988) 
and cured until the test date as described in BS 
1881-111(1988). Mixing of concrete was in 
accordance with the guidelines provided in BS 
5328 (1997). Rheobuild 1000 (high-range water-
reducing admixture) was added to the concrete 
mix to ensure a workable mixture. A concrete 
compression testing machine was used to crush 
the concrete cubes (Figure 2(a)) at the age of 3, 
7, 14, 21, and 28 days to determine their 
respective compressive strengths. 
 
 
 
 
 
 
 
 
 
 

Figure 2 - Testing of specimens: (a) 
compressive strength test, (b) split tensile 

strength test 

2.2.2 Tensile Strength 
 

Three cylindrical specimens of standard size 
150 mm in diameter and 300 mm in height were 
cast as described in BS 1881:144 (1988). Tensile 
strength of the concrete was determined by 
testing these standard cylinders. Split tensile 
strength of each specimen was measured by 
using a compression testing machine (Figure 2 
(b)).  
 
2.2.3  Slump Test 
 
Slump of the concrete was evaluated at the 
laboratory for each mixture based on 
requirements given in BS 1881-102:1983. Slump 
was maintained at 80 mm to obtain a workable 
mixture.  
 
2.2.4 Load Test 
 
Cylindrical concrete pipes 0.5 m long (with an 
inner diameter of 0.3 m and a thickness of 100 
mm) were cast using three different types of 
concrete mixtures: plain concrete, reinforced 
concrete and fiber reinforced concrete. Two 
cylindrical pipes were cast using each mixture. 
The composition of each type of cylindrical 
pipe is presented in Table 1. Figures 3(a) to 3(d) 
show the steps involved in casting the 
cylindrical pipes. The fiber reinforced 
cylindrical pipe was cast using the concrete 
mixture (with a water cement ratio of 0.3 and 
2% of PET fiber), which gave optimum values 
for the compressive strength, slump and tensile 
strength. Cylinders were cured for 30 days and 
their strengths were tested at the age of 30 days. 
 
Testing of cylindrical pipes was performed in 
accordance with BS 5911 Part 100 (1988) using a 
Servo Control Static & Dynamic Actuator and a 
Hydraulic Pumping System.Three edge bearing 
tests was conducted to measure the proof load 
of each cylindrical pipe. Using the proof load 
measured, the ultimate load for each cylindrical 
pipe was calculated. According to BS 5911-Part 
100 (1988), proof load is the line load that a 
concrete pipe can sustain as an external load 
without developing 0.25 mm wide or 300 mm 
long cracks during the three edge bearing test. 
The ultimate load was determined by 
multiplying the proof load by 1.5. A grid of 50 
mm x 50 mm was drawn on the surface of the 
cylindrical pipe in order to observe the 
propagation of the cracks.  The crack width was 
measured during the experiments using a filler 
gauge. The schematic diagram of the test 
apparatus and a pictorial view of the load test 

a b 
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done on the cylindrical pipes are shown in 
Figures 4(a) and 4(b) respectively.  
 

 
 

Figure 3  - Steps involved in casting the 
cylindrical pipes: (a) assembling of the mould, 
(b) steel reinforcement cage, (c) concreting, (d) 

curing 
 
 

Table 1 - Test parameters of the cylindrical 
pipes 
 

Specimen 
type 

Amount of steel 
reinforcement  

PET 
fibers 

(% of total 
volume) 

Plain 
concrete N/A 0 

Reinforced 
concrete 

6 mm mild steel 
mesh at 120 mm 

c/c spacing 
0 

Fiber 
reinforced 
concrete 

N/A 2 

 
3. Results and Discussion 
 
3.1 Variation of Compressive Strength with 
PET Fiber Content 
 
The variation of compressive strength of PET 
fiber reinforced concrete with the age of the 
specimens for different percentages of fiber is 
shown in Figure 5. It can be observed that 
during the latter stages of ageing, and for a 
water cement ratio of 0.3, fiber reinforced 
concrete behaves similar to normal concrete as 
far as compressive strength is concerned. The 
compressive strength of the fiber reinforced 
concrete that was made using a water cement 

ratio of 0.45 was lower than that of the control 
specimen.  
 
Table 2 shows the percentage reduction of 28 
day compressive strength with increasing 
percentage of fiber content for water cement 
ratios of 0.45 and 0.30. It can be seen that in 
comparison to the control specimen there is a 
42.35 % reduction in the compressive strength 
after 28 days when 1% fiber by volume is added 
at a water cement ratio of 0.45. However, at a 
water cement ratio of 0.3, the reduction in the 
28 day compressive strength is only 11.29% for 
1% of fiber added by volume.  
 
In 2007, Ochi et al. [1] conducted a uniaxial 
compression test and identified that at a 0.55 
water cement ratio, the compressive strength of 
PET fiber reinforced concrete increases as the 
percentage fiber content is increased up to 1% 
(Percentage  improvement in the compressive 
strength is 5.98%). From this study, it is 
revealed that the compressive strength of fiber 
reinforced concrete decreases as the fiber 
content is increased beyond 1%. 
 
 
 
 
 
 
 
 
 
 
 
Figure 4(b) - Load test and the identification 
of crack propagation 
 
Table 2  - Reduction of compressive strength 
(%) with fiber percentage for a water cement 
ratios of 0.45 and 0.3 
 

Fiber 
(%) 

Compressive strength reduction 
compared to control specimen (%) 
Water-cement 

ratio of 0.45 
Water-cement 

ratio of 0.30 
1 42.35 11.29 
2 42.14 8.92 
3 37.61 11.12 
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Figure 4(a) - Schematic diagram of the test apparatus 
 
 

 
(a) 

 

 
(b) 

Figure 5 - Variation of compressive strength: 
(a) water cement ratio 0.45, (b) water cement 

ratio 0.30 
 

3.2 Variation of Tensile Strength with PET 
Fiber Content 
 
As can be seen in Figure 6, for water cement 
ratios of 0.3 and 0.45, tensile strength (28 day) 
of fiber reinforced concrete increases with fiber 

content. Specimens with a water cement ratio of 
0.3 exhibit tensile strengths higher than those 
obtained for a water cement ratio of 0.45. Table 
3 shows the percentage improvement in tensile 
strength of concrete compared to the control 
specimen. 
 

 
Figure 6 - Variation of tensile strength with 
fiber content for water cement ratios of  0.3 

and 0.45 
 
The inclusion of PET fiber improved the tensile 
capacity and showed that the concrete has the 
ability to absorb energy in the post-cracking 
stage due to the bridging action imparted by 
fibers during cracking. Sandaruwani et al., 
(2012) [4] identified that the tensile strength of 
concrete can be improved by increasing the 
fiber content up to 2% and that it will start to 
decrease as the percentage fiber content is 
increased beyond 2%. Furthermore, in the 
study done by Marthong (2015), it has been 
observed that the inclusion of more than 1.0% 
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The inclusion of PET fiber improved the tensile 
capacity and showed that the concrete has the 
ability to absorb energy in the post-cracking 
stage due to the bridging action imparted by 
fibers during cracking. Sandaruwani et al., 
(2012) [4] identified that the tensile strength of 
concrete can be improved by increasing the 
fiber content up to 2% and that it will start to 
decrease as the percentage fiber content is 
increased beyond 2%. Furthermore, in the 
study done by Marthong (2015), it has been 
observed that the inclusion of more than 1.0% 
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PET fiber can cause the tensile strength of 
concrete to decrease. 
 
Table 3 - Improvement in the tensile strength  

Fiber 
(%) 

Improvement in the tensile strength 
compared to control specimen (%) 
Water-cement 
ratio of 0.45 

Water-cement 
ratio of 0.30 

1 104.25 108.23 
2 105.81 105.10 
3 121.72 107.54 

 
3.3 Variation of Slump with PET Fiber 
Content 
 
Figure 7 shows the variation of slump with the 
fiber content. The slump of the concrete 
mixture with a water cement ratio of 0.45 is 
higher than that of concrete with a water 
cement ratio of 0.3. There is a reduction in the 
slump as the fiber content is increased. As an 
example, at a water cement ratio of 0.3 and a 
PET fiber content of 3%, the slump is 45 mm.  
 

 
 

Figure 7 - Variation of slump with the fiber 
content 

 
3.4 Load Test 
 
The reinforced concrete cylindrical pipes show 
higher ultimate loads compared to plain 
concrete (refer load vs. deflection curve shown 
in Figure 9). It is found that PET fiber concrete 
performs better in the load test compared to 
steel reinforced concrete and plain concrete. 
There is a significant reduction in the crack 
length and crack width in fiber reinforced 
cylinders which satisfies the serviceability 
criteria of many civil engineering applications. 
 
Plain concrete cylindrical pipes do not comply 
with BS 5911 Part 100 requirements in respect 
of ultimate load (Figure 9). Both reinforced 
concrete pipes and fiber reinforced pipes 
withstand loads greater than that specified in 
BS 5911 Part 100 (Figure 9). 

Compared to the results of the study done by 
Haktanir (2007) on the performance of steel-
fiber reinforced concrete when used as a 
material in concrete cylindrical pipes, the 
results of the current study show a significant 
improvement in the ultimate load and a 
reduction in the width and length of the crack 
(Table 4). However, like steel fiber reinforced 
concrete, PET fiber reinforced concrete is also 
not subject to corrosion which will be a 
significant advantage for many of the 
applications in the field. These cylindrical pipes 
can be used safely in many applications where 
they have to be in contact with ground water 
that has different types of contaminated ions. 
Therefore, the use of PET fiber concrete 
cylindrical pipes will solve most of the issues 
that arise in the construction field. 
 

 
 
Figure 8 - Crack patterns (a) Plain concrete, (b) 

Reinforced concrete, (c) Fiber reinforced 
concrete 

 

 
 

Figure 9 - Load vs deflection curve of 
cylindrical pipes 

 
Table 4 - Crack width of pipes  

Specimen 
Crack width (mm) 

Current 
study 

Haktanir et 
al.,(2007) 

Plain concrete pipe 
 0.25 1.50 

Reinforced concrete  
pipe 0.15 0.22 

Fiber reinforced 
concrete pipes 0.05 0.03 
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3.5. Cost and Weight Analysis  
 
The high cost of materials and labour, scarcity 
of building materials etc., have made cost to be 
one of the governing parameters in the 
construction industry.  The type of cylindrical 
pipe proposed is used especially in domestic 
applications such as soakage pits, deep wells, 
irrigation systems etc. By comparing the 
manufacturing cost of the normal reinforced 
concrete cylindrical pipe and that of the PET 
fiber reinforced concrete pipe (Table 5), it is 
revealed that the cost per 0.5 m of pipe (inner 
diameter of 0.3 m) can be reduced by around 
310.00 LKR by using PET fiber reinforced 
concrete pipes making the use of these pipes 
financially beneficial.  
 
Table 5 - Cost comparison of cylindrical pipes 
and PET fiber reinforced pipes 

 
Typical 3’ 

cylindrical pipe 
avg. cost (LKR) 

PET fiber 
reinforced 

pipe avg. cost 
(LKR) 

Casting cost 200.00  200.00 
Steel rebar 500.00 N/A 
PET fiber N/A 150.00 
Concrete 800.00 800.00 
Plasticisers N/A 40.50 
Total 1500.00 1190.50 
 
The self-weight of the pipes can also be reduced 
by using PET fiber reinforced concrete in place 
of normal reinforced concrete as shown in 
Table 6. From the average values obtained from 
the three samples, it can be seen that compared 
to reinforced concrete pipes, PET fiber 
reinforced concrete pipes give a weight 
reduction of 15.5%. This weight reduction 
enables less manpower, simpler machinery and 
easier handling.  
 
Table 6 - Weight comparison between 
cylindrical pipes and fiber reinforced pipes 
 

Sample 
Reinforced 

concrete 
pipe (kg) 

Fibre 
reinforced 
pipe (kg) 

Weight 
reduction 

(%) 
Sample 1 55.68 47.54 14.61 
Sample 2 54.25 45.84 15.5 
Sample 3 56.72 47.42 16.4 
 
 
4. Conclusions 
 
An experimental study was done to compare 
PET fiber reinforced concrete pipes and normal 
concrete cylindrical pipes. Based on the results 

of this study, the following conclusions could 
be made:   
PET reinforced concrete cylindrical pipes 
perform better than reinforced concrete 
cylindrical pipes. They satisfy the BS 5911 
requirements pertaining to the ultimate load 
and showed smaller crack widths at service 
loads.  
Furthermore, the three-edge bearing tests done 
on the cylindrical pipes showed that PET fibers 
have the ability to absorb energy in the post-
cracking state due to the bridging action 
imparted by the fibers during cracking. 
Consequently, the crack width and the crack 
length of PET fiber reinforced concrete are 
lower compared to those of typical reinforced 
concrete. PET fibers can be used for 
manufacturing cylindrical pipes of considerable 
strength, low cost and low weight while 
providing a cleaner environment.  
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