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Abstract 

Nowadays, the environmental assessment becomes more and more of interest as an additional tool for the 
decision-makers. The researchers in civil engineering focus on building materials, structures as well as whole 
buildings environmental evaluation. Analysis of the environmental impact of particular structures may be helpful 
for selecting building materials, with regard to the environmental performance of buildings in the early project 
phase. The aim of this paper is presentation of an environmental evaluation of the rarely assessed particular 
structures – building foundations and the analysis of the share of the building foundations to the overall 
environmental impact of building as well. The obtained data point to the need to include the environmental 
impacts of foundations when assessing the buildings, because of it is a necessary part of any type of family 
house. One kilogram of built-in foundations materials was responsible for emissions of 0.092 kg of greenhouse 
gases expressed by carbon dioxide (CO2). Embodied energy was calculated as equal to 1.14 MJ per 1kg of 
foundations materials and 832.2 MJ/m2 per building floor area. The foundation materials of houses contributed 
to the total environmental impact of the whole buildings by, on average, 15.0 and 22.8 % for embodied energy 
and global warming potential, respectively. 
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1 Introduction 

Sustainability has attracted increasing attention of general public in recent years. The 
sustainability challenges we face today are mainly related to environmental threats [1-3]. The 
construction industry is an important contributor to these negative threats. The construction of 
buildings consumes a lot of energy, produces a lot of pollutants and solid waste, consumes 
renewable as well as non-renewable raw materials for the production of building materials 
and consumes water throughout the building's life cycle. According to UNEP-SCBI, buildings 
consume about 40% of the energy, 25% of the water and 40% of the resources available on 
Earth, while producing 30% of greenhouse gases [4]. Therefore, the construction sector is a 
field with immediate need for reducing environmental impacts. Many companies have found 
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it advantageous to explore ways of moving beyond compliance, using pollution prevention 
strategies and environmental management systems, to improve their environmental 
performance [5]. The enforcement of energy efficient building is considered as the most 
successful strategy for CO2 emission reduction and energy saving during the life cycle of the 
building, while the application of suitable green building products plays an important role in 
facilitating energy efficient building promotion [6].  
New environmental perceptions and sustainability approaches have led to the development of 
a number of environmental methods that contribute significantly to reducing environmental 
degradation. Monitoring the environmental performance of building materials (which can be 
expressed by different environmental parameters), gives us the impact of construction 
products and buildings on the environment during total or part of the life cycle. As a result, 
the degree of environmental damage can be determined. Currently, the most popular 
environmental impact assessment tool is method “Life Cycle Assessment” (LCA). LCA is an 
environmental approach that considers all the aspects of resource use and environmental 
releases associated with an industrial system. Specifically, it is a holistic view of 
environmental interactions that covers a range of activities, from the extraction of raw 
materials from the Earth and the production and distribution of energy, through the use, and 
reuse, and final disposal of a product [7]. LCA methodology is standardized in ISO14040 [8] 
and 14044-2006 [9] and consists of four principle steps. Nowadays, it can be used in various 
fields of building assessment from building material [10] and operation phase – energy 
consumption [11] to apartment house [12] and residential buildings [13]. When LCA is 
applied to a building, the product studied is the building itself, and the assessment runs in 
previously determined system boundaries. Because a balance is desired between practicability 
of the study and validity of the results, it is possible to say an LCA presents an accurate 
estimate of the quantities and timing of environmental impacts, it provides a solid basis for 
identifying the benefits of changes in the construction of a building or its operation.  
The results show that over 80 % of greenhouse gases emissions take place during the 
operational phase of buildings, when energy is used for heating, cooling, ventilation, lighting, 
appliances and other applications [14]. A smaller percentage of the energy consumed is for 
materials manufacturing and transportation, construction, maintenance renovation and 
demolition. The significant environmental impact, especially as a result of the high quantity 
of harmful materials used for building structures, is not negligible. Author McHendry [15] 
reported that embodied energy is between 17 % and 25 % of the estimated lifetime energy 
demands of a building. Sartori claimed that the embodied energy in materials varied between 
9 % and 46 % of the overall energy used over the building’s lifetime when dealing with low 
energy consumption buildings i.e. with good insulation, adequate orientation, passive 
conditioning, etc., and between 2 % and 38 % in conventional buildings [16]. Based on the 
available information, it is clear that, embodied energy in conventional buildings can be 
reduced by approximately 10–15 % through proper selection of building materials with low 
environmental impacts [17].  
The goal of this paper was to analyse the environmental impacts of five Slovak masonry 
family houses paying special regard to the foundations materials. Environmental analysis was 
focused on the calculation of embodied energy (primary energy) and global warming potential 
in order to determine the share of foundation materials in the overall environmental impact of 
the building. 
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2 Material and methods 

Masonry family houses with commonly used building materials were selected for an 
evaluation of the environmental impacts of building foundations. The configurations of five 
assessed houses are stated in Table 1.  

Table 1: Purposeful space configurations of the houses 

Space configuration H1 H2 H3 H4 H5 
Total built-up area [m2] 192.4 158.7 148.9 101.9 461.4 
Calculated built-up area [m2] 185.5 110.3 112.5 95.1 440.5 
Total useful area [m2] 468.6 168.6 182.4 140.7 370.6 
Calculated useful area [m2] 468.6 147.4 164.6 110.5 340.8 
Living area [m2] 235.8 114.7 87.0 80.4 155.9 
Floor area [m2] 518.7 220.6 220.2 171.1 440.5 
Built-up volume [m3] 2 393 612.5 611.6 636.7 1987 
Heated area [m2] 435.0 138.6 131.7 110.1 155.9 
Heated volume [m3] 1 131 530.0 507.0 286.2 623.6 

 
Next Table (2) presents an overview of used building materials. 

Table 2: Representation of used materials in the assessed houses – weight [kg] 

Groups of used materials H1 H2 H3 H4 H5 
Bulk materials 18,144 2,718 63,684 882 117,684 

Reinforced concrete 
(0.7 wt.% of steel) 103,468 210,890 99,307 130,811 187,072 

Ceramics 107,877 34,625 31,207 152,186 65,744 
Wood 2,275 35,885 7,630 46,623 5,099 

Lime cement plaster 3,600 8,388 10,271 21,983 24,401 
Gypsum materials - 1,275 1,832 1,053 - 

Laminate - 84,841 576.6 331.2 300.9 
Glass 731.0 148.2 661.0 704.0 466.1 

Other metals - 521 5,841 - 4,159 
Mineral insulation - 2,561 - - - 

PS insulation 24.8 1,285 814.1 1,315 1,430 
PVC materials - 270.0 383.8 62.5 426.0 

∑ 236,121 383,398 222,207 313,990 406,781 
 

• Bulk materials included: gravel, sand and soil constituting a layer below the concrete 
foundations. Reinforced concrete, containing 0.7 wt. % of steel, was used for 
horizontal structures of bond beams and girders, slabs and capping as well as pillars or 
staircase material.  

• Concrete hollow blocks were also used as wall footings.  
• Ceramics representing: ceramic bricks, blocks and tiles were used for load-bearing 

walls (perforated ceramic bricks for external and internal walls), partitions and floor 
surfaces as well as roof components (ceramic roof tiles).  
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• The material group Wood included: wood and wood products used in ceilings, slant 
roof or shuttering and vapour barrier (OSB boards) and floor covering.  

• Other metals (copper, aluminium) were used rarely, e.g. the damp proof course was 
constructed of bitumen-aluminium sheet.  

• Mineral insulation (mineral wool, rock wool, mineral foam) was applied on facades 
(insulation of walls) and ceilings. PS insulation (polystyrene insulation) represented 
by expanded polystyrene EPS and extruded polystyrene XPS was used for thermal 
insulation of walls and foundation strips (XPS) or in floors on the ground (EPS). PVC 
materials were used for frame and sash construction (windows, doors).  

• Lime cement plasters were used for interior surface covering.  
• Gypsum materials including plaster, plasterboard and gypsum fiber boards were used 

for interior plastering or lower ceiling.  
• Laminate materials represented floor coverings.  
• Glass materials were applied in transparent or semi-transparent in-fill materials (as 

double or triple glazed windows or doors). 
 
The houses evaluated are built on concrete slabs. Concrete, gravel, asphalt and 
polyvinylchloride were the most used materials in the foundations of the evaluated houses. 

2.1 Methodology 

The environmental evaluation of house foundations was based on the calculation of the 
environmental impacts of building materials used in five selected buildings. The overall 
environmental impact was calculated with aim to obtain the load of the foundations in 
comparison with the total building impacts. Environmental impacts were expressed in terms 
of two main important environmental indicators with respect to embodied energy (primary 
energy intensity - PEI) and embodied carbon emissions (global warming potential GWP [18].  

• Primary energy indicates in general the level of depletion of natural resources within 
boundaries of evaluated product life cycle and is usually expressed in MJ or kWh.  

• Global warming potential represents in a parallel manner to PEI the greenhouse gases 
emissions (GHGs) through the life cycle of the product or building. The strength of 
global warming potential is used to refer to CO2 emissions equivalent and measured in 
kgCO2eq; this is then an equivalent to the impact category of Global warming 
potential. The GWP of the analysed building materials was calculated considering the 
data for 100-year time horizon. 

Unit environmental indicators per 1 kg of building materials were calculated in boundaries 
"cradle to gate” [19]. The data used for the calculation of environmental performance of the 
used materials originated from a broadly used IBO database. 

3 Results and discussion 

Figure 1 presents the calculated environmental indicators (PEI and GWP) of evaluated house 
foundations. Embodied energy (PEI) of concrete slab foundation materials ranged from 122 to 
220 GJ and corresponded to the results reported for concrete bay (213 GJ) by Griffin et al. 



                                                                       SSP - JOURNAL OF CIVIL ENGINEERING Vol. 15, Issue 2, 2020 
 

59 
 

[20]. 

 
Figure 1: Environmental indicators (PEI and GWP) of house foundations                                   

(all expressed as x 105) 
 
As seen in Figure 1, the highest PEI was not calculated for the house with the highest mass of 
foundation materials. In comparison, House 5 representing the highest weight of foundation 
building materials was responsible for PEI impact which was less than the average value (167 
GJ).  
Global warming potential (GWP) has been calculated in a range 0.10×105–0.18×105 kg 
CO2eq with an average value of 0.13 ×105 kg CO2eq. The highest and the lowest GWP values 
correlated to the highest and the lowest PEI values (House 3 and House 2, respectively). 
Environmentally suitable foundation alternatives, mentioned by Magwood and Feigin [21], 
reached, similarly to PEI, much lower values of embodied carbon dioxide emissions for the 
rammed earth tire foundations, for the stone foundations and for earth bag foundations). 
Nemry et al. [22] observed that the basement (foundations), the exterior walls and 
floors/ceilings are important relating to the contribution of the individual construction 



Marcela Ondová, Adriana Eštoková, Martina Fabianová   

60 
 

elements to the environmental impacts of family houses. Interior walls, roof and windows 
play a minor role only. 
In comparing the results of the house foundations’ environmental impacts with the total 
environmental impacts of the whole houses, the highest contribution was observed for 
embodied carbon dioxide emissions. The average GWP of foundations was 1.3×104 kg 
CO2eq, while the average GWP of the whole building was equal to 6.5×104 kg CO2eq, which 
means that the foundations contribute by 1/5 to total global warming potential. 
The share of foundation material impacts of the overall impacts differed. Foundation 
materials represented: 9.0–18.1 % of the embodied energy (PEI) and 12.5–28.0 % of the 
global warming potential (GWP) obtained for the whole buildings. The calculated values of 
foundations were also converted into normalised values per 1 m2 of floor area. The findings 
revealed that the normalised embodied energies of house foundations are in a wide range of 
427.74–919.42 MJ/m2 having an average value of 718.5 MJ/m2 and embodied carbon dioxide 
emissions (GWP) normalised per floor area ranged from 22.59 to 83.33 kg CO2eq/m2. The 
highest normalised values of all evaluated indicators converted to floor areas have been found 
for House 2 and the lowest for House 1. 
Based on summarising of results is obvious, that one kilogram of the foundation materials 
used in the study is responsible for emissions of 0.092 kg CO2eq and energy for production of 
one kilogram of foundation is equal to 1.14 MJ. Also applies that the CO2 contribution of the 
concrete slab foundations can be reduced by changing the materials used, e.g. by using non-
conventional materials and implementation of sustainable building materials and technologies 
such as a rammed earth tire foundation.   

4 Conclusion 

In this study, the environmental impacts of the foundations materials of five family houses in 
Slovakia were examined regarding the embodied energy of materials (PEI) and global warming 
potential (GWP). As can be seen from the results of the study, the calculated environmental 
impacts presented depend strongly on the material base used in the evaluated houses and this 
may vary under various conditions (geographical, climatic, economic, cultural, etc.). 
The findings revealed that the share of the foundation materials of the overall environmental 
impact of masonry building has been the relatively high, especially on global warming potential, 
draws attention to the optimization of foundation materials with similar material basis.  
The proposed approach of the optimalisation is focused to the harmonization between 
environmental and structural criteria with aim to include environmental criteria in the decision-
making process of building design, thus fostering a more efficient use of resources throughout 
the life cycle of buildings and reducing the environmental impacts of construction works. 
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