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Precision agriculture, and more specifically precision 
farming, involves the use of modern information and 
communication technologies, which are implemented with 
the aim to increase crop yields and profitability. At the same 
time, precision agriculture leads to an overall decrease of 
the amount of investments and resources, in terms of arable 
land, water, fertilizers, herbicides, insecticides, etc., which 
are needed to grow the crops. Some of the technologies that 
are used in the precision agriculture domain, include online 
weather forecasts, sensor systems and networks, satellite 
systems, NDVI and photographic systems, systems for weed 
detection, etc. The information provided by these solutions 
needs to be analysed before it can produce agronomic 
recommendations or instructions, but in this way precision 
agriculture can provide farmers with the knowledge about 
the needed resources, as well as with information in what 
amount and when they should be applied.

The timely delivery of the agronomical recommendations 
is a key factor for the improvement of the quality and 
the quantity of yields. However, these recommendations 
typically involve or require a specific action to take place. 
Of course, farmers do not have to perform these activities 
by hands or on their own – they can use robots and mobile 
autonomous systems (Krastev and Georgiev, 2015). The use 
of robots for precision agriculture is not a new trend. Over 
several decades, the robots for precision agriculture have 
been subject to developments and upgrades and their 
modern versions are smarter and can make decisions on 
their own by using different input parameters (Amer et al., 
2015).

There are several different types of precision agriculture 
robots (Cheein and Carelli, 2013). The ground-based open 
space robots are probably the most widely distributed and 
used (Cosgrove, 2017). The robots for greenhouse or indoor 
farming form the second group. The possibility to monitor 
the crops from the air has provided priceless information to 
farmers in the past and has increased the yields significantly 
(Yaghoubi et al., 2013). For this reason, the aerial unmanned 
robotic platforms have slowly defined a standalone 
category of precision agriculture robots. In the last decade, 
the main research efforts in the precision agriculture area 
are focused on the development of small-scale flexible and 
highly mobile solutions, which can be used both indoors 
and outdoors, and even in urban conditions, like for 
example on the rooftops of the buildings (Farmaid, 2020) 
or in backyards.

The improvement of the autonomous movement and 
navigation capabilities of precision agriculture robots is one 
of the most widely researched areas (Bakker et al., 2010). 
The most trivial navigation method is based on satellite 
triangulation and allows the robot to move through the 
open field towards the desired endpoint (Bakker et al., 
2010). Due to numerous disadvantages of this approach 
and its inaccuracy, many of the modern agricultural 
machines (Claas 700, 2020; Fendt, 2020; John Deere, 
2020) have also visual feedback control – using optical or 
electro-optical cameras (Pierpaoli et al., 2013), ultrasonic 
proximity sensors or Light Imaging, Detection and Ranging 
(LIDAR) systems. The movement of the robots in the field 
is also a significant challenge for the ground-based robots 
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(Hernández et al., 2013), as well as the 
improvement of the  tools used for 
seeding, transplanting, fertilizing and 
harvesting (Claas Isaria, 2020). The 
indoor robots also suffer from many 
disadvantages and are usually limited 
to the manipulation on just one fruit or 
vegetable, mainly due to the limitations 
of the technological solutions and the 
restricted working spaces (Belforte 
et al., 2006, Farmaid, 2020). On the 
other hand, Unmanned Aerial Vehicles 
(UAVs), like the T16 by DJI (DJI Agras 
T16, 2020), can be used for insect and 
weed control for a variety of crops, 
such as rice, wheat, corn, citrus trees, 
cotton, and much more. Nevertheless, 
these robotic systems are very difficult 
to control and sometimes require 
special permits to be operated (Hristov 
et al., 2016). 

In this paper we present our efforts 
to develop a small-scale mobile robot 
for precision agriculture that can be 
used both indoors and outdoors. Our 
aim is focused on the evaluation of 
modern technologies that can be used 

for the construction of the robot, and 
we are driven by the goal to produce 
the cheapest possible solution, which 
will be easy to operate and will be able 
to perform the basic tasks, like weed 
detection, spraying, etc. To solve the 
navigation issues described above, 
we have investigated the possibility 
to use both GPS-based navigation 
solution and a visual navigation 
solution that is based on depth and 
tracking cameras.

The presented robot prototype is 
a  highly efficient autonomous small-
scale, ground-based mobile platform 
that uses advanced computer vision 
methods to distinguish different 
objects, colours and plants and 
can apply a  liquid mixture using its 
on-board sprinklers. The general 
architecture of the robot, its hardware 
layers and the connections between 
them are presented in Fig. 1.

Fig. 2	 Design of the different elements of the robot chassis, adjustment of the 
components, positioning and preparation of the models in the software for 
3D printing

Fig. 1	 Block diagram of the general architecture of the agricultural robot prototype

The lower layer of the presented 
hardware architecture includes the 
motors and the motor drivers. This layer 
is responsible for the propulsion and 
the steering of the robot. The middle 
hardware level provides the robot 
with its autonomous movement and 
path-planning capabilities. To provide 
communication redundancy and 
remote control, the robot was equipped 
with numerous communication 
systems, which are under the control 
of the autopilot board. Some of these 
systems, like the GPS system, are part 
of the middle layer hardware and are 
directly used by the autopilot board, 
while the others, like the telemetry 
system and the remote control receiver, 
are communicating with the autopilot 
board using different interfaces. The 
top layer of the presented architecture 
includes a microcomputer and an 
optical camera, which are responsible 
for the computer vision tasks.

Designing a complete robot from 
scratch is not an easy task – the process 
requires significant knowledge in the 
areas of computer modelling, computer 
aided design (CAD), electronics, radio 
communications, mechanics and 
automation, and in our case – in the 
area of additive technologies and 3D 
printing. From application point of 
view, the robot must be able to cope 
up with clods and bumps, as well as 
to move between the furrows using 
appropriate algorithms and without 
damaging the plants. For this reason, 
the robot has a four-wheeled off-road 
chassis with front and rear suspension 
and high clearance. The parts for the 
body of the robot are modelled in 
Autodesk 123D Design (123D Design, 
2020) and then printed using 3D 
printers (Fig. 2).

The propulsion system of the robot 
is implemented using two brushed 
DC motors with integrated encoders. 
They have metal gearboxes and are 
intended for operation at a nominal 
voltage of 12V. The motors have gear 
ratio of 19:1, which provides 500 rpm 
without load. The motors are powered 
using a Polulu VNH5019 dual motor 
driver shield, designed to control two 
bidirectional, high-power brushed 
DC motors. For turning left and right, 
the prototype of the smart robot uses 
a steering servomotor HDKJ D3625, 
which is extremely suitable for the 
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purpose of the robot, as well as for 
remotely controlled drones and cars.

Figure 3 presents the wiring and 
power supply diagram of the robot. 
Additionally, the figure shows how 
the DC motors are connected to the 
driver board and how the connection 
between the board and the Pixhawk 
microcontroller is made. The drivers are 
installed in a mirror configuration, so 
it was required to reverse the polarity 
of the power supply to one of the 
motors. Since the motors are DC, the 
change of the polarity will reverse the 
direction of rotation of the motor shaft 
and will synchronize the direction of 
rotation of both motors. The Pixhawk 
autopilot controls the motor driver 
via PWM signals. These signals have 
different levels, in order to determine 
the direction of the movement. A 
high-level signal will drive the robot 
forward, while a low-level signal 

will drive the robot backwards. The 
Pixhawk microcontroller controls all 
the hardware components of the 
middle layer, which are above the 
DC motors, the motor driver shield 
and the servo controller. Some of the 
connected components are required, 
while others are optional. For example, 
the primary GPS and compass are 
required to provide the autopilot with 
positioning data during movement, 
while the secondary GPS system is an 
optional component and is used to 
improve the localization precision.

The precision agriculture robotic 
platform that is presented in this 
paper relies on computer vision and 
image processing algorithms for 
the automatic  detection of weeds 
and colours, as well as for the visual 
navigation and the avoidance of 
obstacles. Supervised machine 
learning approaches, which are 

Fig. 3	 Wiring and power supply diagram of the smart agricultural robot

relevant to the functionality of the 
robot, were investigated and used 
for the evaluation of its performance. 
They include four machine learning 
problems, namely classification, 
localization, object detection and 
segmentation, which are somewhat 
common, but differ in the produced 
outputs (Fig. 4). 

In order to perform the object 
detection tasks, we use deep 
neural classification models. Their 
convolutional layers are the key 
component, which enables image 
processing and object detection. 
Usually, they are referred to as filters, 
which extract features from the 
previous layers in order to transform 
the input data in a form that is more 
useful for representation.

The workflow for the training 
of the robot to recognize weeds 
in a field with agricultural crops is 
presented in Fig. 5. The TensorFlow 
object detection API (Huang, 2017) 
is used as training platform. The 
workflow contains four main stages  – 
preparation of the environment, 
preparation of the datasets, training 
and then implementation of the object 
detection model (Fig. 5).

The input dataset is required to 
contain images that have objects of 
interest – for the agricultural robot the 
images must contain different kind 
of weeds that are often found in the 
field. To train a good detection model, 
TensorFlow requires hundreds of 
thousands of images. However, instead 
of training a model from scratch, it is 
possible to retrain a pre-trained neural 
network model and then use smaller 
amounts of images. We have used more 
than 300 photographs of different 
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weeds for the training of our solution. Twenty percent of the 
images were set aside for testing and to avoid overfitting 
the model, while the rest were used for the training process, 
like in Abbaspour-Gilandeh (2019). After collecting the 
desired number of images, they were labelled to show the 
classifier where the object of interest resides in the image. 
As a training model, the Faster R-CNN with Inception version 
2 was used. It is available online in the TensorFlow model zoo 
(TensorFlow object detection zoo, 2017). The Faster R-CNN 
is canonical model for deep-learning object detection. The 
time it takes to train the model depends on the number of 
images, their resolution and the hardware parameters of 
the computing unit. After the training, the last step in the 
process is to export the trained model and use it in practice. 

In specific situations, the robot might have to implement 
autonomous tasks that are more complex. To do this, the 
robot can be configured to navigate on its own and without 
any predefined routes, but again without damaging the 
crops. In this case, the goal of the robot is to construct a 
map of the unknown environment and to localize itself on 
it. In the computer sciences, this problem is known as the 
Simultaneous Localization and Mapping (SLAM) problem. 
It is also considered to be fundamental for the robotics 
domain and the solution to it allows the robots to become 
truly autonomous (Bailey and Durrant-Whyte, 2006). SLAM 
actually combines two problems – the localization problem 
and the mapping problem, which are easy to solve on their 
own. Nowadays, it is somewhat simple to create a map 
that is based on a known position, which is the mapping 
problem, and it is also relatively easy to obtain your own 
location within the known map – the localization problem. 
However, if both problems exist at the same time and if they 
have to be solved simultaneously, their combination proves 
to be challenging and complex. Fortunately, there are 
several known algorithms that can solve the SLAM problem, 
so the research efforts in this area are concentrated on their 
improvement in terms of computational efficiency, as well 
as on the provisioning of consistent and accurate estimate 
about the map and the position of the robot (Durrant-Whyte 
and Bailey, 2006). 

The most recent scientific efforts to solve the SLAM 
problem are based on visual methods for positioning, 
also known as visual odometry. This approach allows the 
estimation of the location of the robot based on the 3D 
motion of the camera in space. There are two main ways to 
implement a visual odometry solution – by single camera 

(monocular) or by two cameras (stereoscopic). The later 
calculates the depth by estimating the disparities between 
the matching key points in the images from both cameras. 
The visual odometry is a robust technique for autonomous 
navigation, motion tracking and obstacle detection and 
avoidance (Cviklovič et al., 2016). It allows a robot to localize 
itself by using only a stream of images captured by the 
camera attached to it. For this reason, we have decided to 
proceed with the implementation of this solution for the 
developed platform.

For the implementation of the computer vision tasks by the 
developed small-scale agricultural robot, we have used the 
widely available Raspberry Pi 3 Model B+ microcomputer 
(Raspberry 3, 2020). It is the core of the top-level hardware 
layer of the robot (Fig. 1). This specific version of the 
Raspberry Pi supports several cameras, including the 
commercially available Raspberry Pi cameras and the more 
advanced Intel Real Sense Depth and Tracking Cameras.

To detect different colours with the robot, we have 
developed a custom Python script that allows the 
detection of a specific predefined colour. For the purpose 
of the experiment, we have assumed that the red colour is 
representing the presence of weeds. After their detection, 
the robot will treat the weeds locally by spraying them with 
a liquid solution. The running of the programming script 
requires a pre-installed version of OpenCV. The code that 
is used for the tests of the computer vision algorithm is 
expected to recognise only colours. The process of colour 
recognition requires the conversion of the colour diagram 
of the images from the camera from RGB (red-green-blue) 
colour format to HSV (hue-saturation-value) format. The 
need to convert the colour formats comes from the fact that 
when describing the RGB colours, the colour components 
of a given object in the image are related to the amount 
of light that falls on the object. This significantly obstructs 
the colour distinction of the objects. On the other hand, the 
HSV colour system is much better for image description, 
because it uses hue, saturation and value. The computer 
vision algorithm that is used by the robot in the evaluation 
scenario is presented in the block diagram below (Fig. 6).

The algorithm is set to recognize two colours – red 
and green, which are very common for the agricultural 
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processes. The green colour represents 
fresh leaves and healthy plants, while 
the red colour signalizes for damaged 
plants. The boundaries for both 
colours are defined in the code with 
small tolerance thresholds. This allows 
the computer vision algorithm to 
recognise several different shades of 
colours.

The detection of the red and green 
colours in the images requires the 
comparison of the values of the image 
pixels with the pre-defined values. If 
the algorithm detects the green colour 
or any other colour except red, no 
actions are invoked, and the algorithm 
continues to compare the other pixel 
values of the image. If the red colour 
is detected, the setAngle function is 
executed. With this function, a low-

level signal is sent to the electrical 
relay switch of the robot. The duration 
of the signal is just 1.5 seconds and 
during this low-level signal, the relay 
is closed, which activates the motor of 
the sprinklers and the spraying starts. 
Once the 1.5 seconds have elapsed, 
a high-level signal is sent to the relay, 
which causes the spraying to stop. 
The duration of the process is defined 
in correlation to the robot speed of 
12 km·h-1.

For our experiments, the Mission 
Planer software is used to make the 
robot navigation autonomous. This 
application allows the user to predefine 
a specific route that the robot will 
follow using its GPS navigation system. 
Once the predefined mission is 
uploaded to the robot, it can navigate 

 
Fig. 6	 Block scheme of the algorithm used for the colour detection experiment

itself along the field and can follow the 
planned route. During the mission, the 
computer vision algorithm is running 
constantly on the robot. Fig. 7 presents 
the conducted experiments – from the 
route planning, through the detection 
of the objects and then the spraying of 
the targeted area. Fig. 7 also presents 
two images with the real-time video 
feed from the robot and it is visible 
how the computer vision system of the 
robot has detected the green colour 
in the video feed (the green bench on 
the left), as well as the red target (red 
square on the right). The middle image 
displays the robot in the moment of 
spraying of the target. The experiments 
were conducted with a red square 
target with size of 20 cm × 20 cm. 
More than fifty tests were conducted 
with the speed of the robot ranging 
between 10  and 15 km·h-1 and the 
distance to the target being changed 
from 10 to 60  cm. All tests were 
successful, and the  robot was able to 
detect the red target and execute the 
spraying process.

To provide the robot with the 
capability to solve the SLAM problem 
and navigate autonomously in an 
unknown environment or in an 
environment with no or poor GPS 
coverage, we have developed a visual 
navigation solution that is based 
on the Intel® RealSense™ Depth 
Camera D435i (D435i Depth Camera, 

Fig. 7	 Detection of green (left) and red objects (left and right) during the experiments
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2020) in combination with the Intel® 
RealSense™ Tracking Camera T265 
(T265 Tracking Camera, 2020) and the 
Intel® RealSense™ LiDAR Camera L515 
(L515 LiDAR Camera, 2020). The use 
of these cameras (Fig. 8) eliminates 
the need for a GPS system, which 
otherwise is used by the robot for 
navigation. Being able to construct the 
route and not following the navigation 
instructions provided by the Mission 
planer software makes the robot fully 
autonomous.

Figure 8 shows how the depth 
camera can help the robot navigate. 
It shows in colour (Fig. 8 left) the 

distance to the objects in the field 
of view of the robot. In this way, the 
robot can move towards the farthest 
object to avoid any obstacles along 
the way. In addition, the camera gives 
the robot the capability to calculate 
the width between the objects (Fig. 
8 right). The robot is also capable of 
providing a  feedback that contains 
information about the distance to the 
object (Fig. 9). The robot is able to cope 
with clods of earth and bumps along 
its way, as well as to move from row to 
row without damaging the plants. To 
avoid any obstacles, the robot will stop 
moving when an object is detected at 

a predefined distance, for example at 
50 cm.

Another benefit of the visual 
navigation system is the fact that the 
robot can track the rows of crops in 
the field completely autonomously, as 
it can be noticed by the results shown 
in Fig. 10. By using this capability, the 
robot can create a map of the area and 
save it for future missions.

As the visual navigation solution 
is not based on the GPS location data, 
the robot creates its own relative 
coordinate system and stores its initial 
position. The map of the agricultural 
field is then created based on this 
initial position. The self-localization of 
the robot is performed by its current 
coordinates, which are relative to its 
initial position (Fig. 11) and in this way 
the robot can return back to its initial 
point of departure. The robot is also 
in constant communication with its 
control station and can send periodic 
messages about its position (Fig. 11), 
which allows the user to remotely track 
it in the field.

Conclusion
Artificial Intelligence, Computer 
Vision and Robotics are among the 
technologies that are redefining our 
everyday live. Their potential is huge 
and they are slowly being introduced 
in areas where it was considered to be 
impossible to do so. In the precision 
agriculture domain, these technologies 
have been used for several decades, 
but with the recent technological 
advances, they have proven to be 
more reliable, more flexible and more 

Fig. 9	 Obstacle avoidance notification

Fig. 11	 Information on the current position of the robot in a relative 3D coordinate 
system

Fig. 10	 The capability of the robot to track and map its own route

Fig. 8	 Obstacle detection and avoidance using the visual navigation solution
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adaptive to the requirements and needs of the sector. To 
confirm this assumption, in the paper we have presented 
a prototype of a small-scale agricultural robot for precision 
farming. The developed prototype is in its early evaluation 
stage, but so far it has managed to surpass all expectations 
and has proven to be able to perform the basic tasks it 
was envisioned to do. Based on this, we can state that it 
is possible to develop small-scale inexpensive solutions 
for precision farming, based on the current information 
and communication technologies. The robot presented in 
this paper cannot fully replace the expensive commercial 
solutions, but can be a supplementary to them and is suitable 
for use both outdoors and indoors, as well as on rooftops and 
in urban areas. This robot also has off-road capabilities due 
to its high clearance and is suitable for use in farm fields. In 
the upcoming months, the robot will be further tested and 
evaluated in controlled and real environments. It will also 
be upgraded to perform actions that are more advanced, 
like weed removal, etc. The robot will also be equipped and 
tested to operate with manipulators, like arms, which will 
allow it to harvest small fruits and vegetables.
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