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1 Introduction 

 
As prestressed concrete started to be used in bridge design and construction after the World 

War II, it became necessary to establish standard specifications and design practices for concrete and 
prestressing steel, prestressing technology and anchoring system [1]. Various types of prestressing 
steel, such as wires, rods, strands were used. Suitable mechanical properties of prestressing steel 
were obtained by special production processes, especially cold drawn after patenting, refining and 
alloying. Predominantly, the wires grouped into tendon were used for first post-tensioning system. The 
tendon was located in the duct. After stressing, the tendon was anchored at one end. The duct was 
filled with cement paste or mortar to protect the tendon from corrosion. Different anchorage system 
and methods patented by the manufacturer and prestressing companies have been used for post-
tensioning around the world in the 20th century. In the case of parallel wire tendons, various devices 
and methods were available such as wedge system, either a wedge cone (Freyssinet system) or a flat 
wedge (Mangel system), button heads anchors (BBRV) and looping system (Leoba, Baur-Leonhardt, 
Korovkin)  [2, 3]. The smooth patented wires grouped into the tendon were used for first post-
tensioning system in Czechoslovakia in the early 1960s and the late 1970s [4]. The original anchorage 
was based on wedge system following the Freyssinet principle. Currently, the first existing precast 
post-tensioned bridges are approaching 60 years of their service. The present structural condition of 
these structures is inappropriate, closely related to their maintenance, inadequate inspection, external 
loads and careless conceptual design. Damage due to material defects also leads to collapse or 
severe damage of those bridges [5 - 7]. However, some hidden failures cannot be detected by visual 
inspection and appropriate diagnostic methods are needed [8 - 10]. An important part of post-
tensioned bridges is the functional anchorage system and tendon grouting, which contributes to the 
proper structural system [11, 12]. With missing grout the bearing capacity of the structure can be lost 
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resulting [13]. The ultimate bearing capacity of the girder under anchorage failure condition can be 
reduced from 3.6 to 10 % [14]. 

Some first precast post-tensioned bridges in Slovakia were near the collapse state and had to 
be demolished and rebuilt [5, 6]. This provided an opportunity to analyse the first anchoring system.  
 
2 General concept of anchorages 
 
2.1 Anchorage system 
 

Freyssinet has introduced the first most widely used anchor and prestressing system based on 
wedge principle. Anchorage device consists of a concrete cylinder with a conical hole and a concrete 
conical wedge. The high strength steel wires are closely spaced around a conical hole. On the 
tensioned side, all wires are stretched at a time and the conical wedge is pushed into cylinder to grip 
the wires. The wires are anchored by the action of friction forces. After stressing the anchor acts on 
the concrete. The cone is equipped with longitudinal grooves that ensure the correct position of the 
wires. The advantage of such an anchoring system is better friction in the contact of steel with 
concrete than in steel anchorages. In one tendon there are varying numbers of wires from 8 to 24 
wires with a diameter of 5 to 8 mm, which are parallel to each other. Later, the wires were replaced by 
strands [2, 4]. 

The Mangel system (Belgium) used a flat metallic anchor plates with wedge cut-outs which 
gripped two wires by flat wedge. Tendon consists of wires of 5 mm or 7 mm in multiples of 4 or 8 wires 
in horizontal layers in a unit. With a large number of wires (maximum 64), the anchor plates are placed 
on the top of each other, termed „sandwich plates“. This system is no longer available. In Italy, 
Morandi developed his own wedge system. The wires are anchored in a cylindrical sleeve in pairs at a 
time. The Barredo system (Spain) used three wires per tendon with wedge anchoring system [3]. 

In the BBRV system (Swiss), the single wires are anchored by button heads formed at the end 
of the wires. This system was developed in 1949 and is well suited for transmitting large forces. 

The Baur-Leonhardt system (Germany) is based on looping principle. The wires are anchored 
at the end with a loop placed around the detached end block. After stretching, the end block is moved 
and a gap is filled with concrete. This system is suitable for forces up to 36000 kN [2]. 
 
2.2 Anchorage principle 
 

In former Czechoslovakia, the Horel anchoring wedge system based on the Freyssinet principle 
was used for first precast post-tensioned bridges [4, 15]. Concrete anchorages were replaced by a 
steel anchorage. The anchorage consists of a steel square or a rectangular bearing plate with a 
conical hole and a steel conical wedge, Fig. 1. The smooth parallel patented wires are distributed 
evenly around the conical hole of a bearing plate. The wedge is inserted with pressure while wires are 
kept stretched. The wedge restrains the wires against going inside and the wires retain the 
prestressing force. The friction forces act along the contacting surface opposite to the wedge 
movement according the equations (1) and (2):  
 
�� = � ∙ ��,           (1) 
 
f1 - the friction coefficient between wire and conical hole in bearing plate (value 0.3 is recommended  
      for use), 
N - transverse forces acting on the contacting surface. 
 
�� = � ∙ �� = � ∙ �	α,           (2) 
 
f2 - the friction coefficient between wire and conical wedge. With a small inclination of the cone, the   
      value can be considered as f2 = tgα. 
 

The wires are pushed against inside conical surface by radial pressure. The transverse forces 
act perpendiculary to the inclined surface. Consider the N1 equals to N2 from the balance of forces 
acting on the wedge cone and wires, the transverse force acting on one wire should by described by 
expression (3):  
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� = 
��
/���α

(�����α�  ,           (3) 

 
P - prestressing force, 
n - number of prestressing wires,  
S - pushing force on the wedge. 
 

The transverse force acting on wedge without considering the pushing force on the wedge can 
be obtained from the relationship (4): 
 
� = �

(������ =
�

(�����α� .           (4) 

 
The anchor transfers prestressing force into member. Bearing plate retains the transverse 

tension from horizontal force caused by the pressure of the wedge and transmits the bearing stress σc 
to the face of the concrete member. The horizontal force compresses and narrows the wedge, its 
reaction H tries to tear the bearing plate, and can be determined as: 
 
� = ����α	 − ���	�� α	 = 	 �

�����α (���α − ���� α�.           (5) 

 

 
Fig. 1: Anchorage arrangement: a) section; b) ground plan view. 

 
The disadvantage of this system is a slip at anchorage in stressing phase, which causes the 

loss of stress in tendon. The maximum values of wire slip at anchorage are given in Table 1 [4]. 
 

Table 1: Recommended values of maximum slip at anchorage in stressing phase. 
Type of anchorage 7 φφφφ P4.5 9 φφφφ P4.5 13 φφφφ P4.5 20 φφφφ P4.5 12 φφφφ P7 24 φφφφ P7 

Max. slip at anchorage [mm] 3.2 3.5 5 6 6 9 

 
According to existing practices from 1960 [15], the following allowable bearing stress limitations 

for anchorages enclose to end part of concrete member are recommended: 
 

σ� = 
�
!"# ≥ 1.6(!"�

!"#
) *+ ≤ 	2,5. *+,           (6) 

 
Aco - net bearing area, specified according to (7), 
Ac1 - design distribution area, the largest area of the concrete supporting surface of the net bearing  
         area. The dimension must not be greater than 5 times of the net bearing area Aco, 
kb - allowable compressive stress of concrete. 
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0�� = 1. 2−π3�/4 ,           (7) 
 
a, b - dimensions of an anchorage, 
d - bottom diameter of bearing plate. 
 

The bearing stress ahead of anchor is closely related with geometry of anchorages. It was 
recommended to observe the ratio Ac1/Aco = 3.818 for an economical anchoring. The supplementary 
reinforcement ahead of anchor is needed to resist transverse tension (bursting and spalling forces). 
The spiral reinforcement is intended to enhance the bearing strength of concrete. The spiral length is 
recommended to 1.5 times the diameter of the spiral or twice the width of the bearing plate. In general, 
the amount and distribution of reinforcement in anchorage zone is based on Guyon´s theory on a two 
dimensional elastic analysis of a three-dimensional system of stress. The distribution steel area is 
recommended in region from 0.2 h to 1.0 h (h beam depth) from the loaded end face.  

The bearing stress behind the anchorage according to current design practice Eurocode EN 
1992-1-1 [16] is specified as: 
 

σ� = 5678
!"# ≥ ��9(!"�

!"# ≤ 3.0��9,           (8) 

 
fcd - design compressive strength of the concrete, 
FRdu - design resistance,   
Ac1 - design distribution area, the largest area of the concrete supporting surface of the net bearing  
         area. The dimension must not be greater than 3 times of the net bearing area Aco. 
 
3 Investigation of anchorages  
 

Three first post-tensioned precast bridges built in 1960´s near the collapse state condition were 
demolished and rebuilt. Partial failures and structural damage result especially from conceptual 
design, inadequate maintenance and overloading of structure. After visual inspection of anchorage 
zone some following signs were indicated: 

• Water leakage, some anchorage that were not concreted were corroded, especially in the area 
behind the wedge cone, 

• Most cable ducts have not been injected, 
• Spalls at anchorages, 
• Wire breaking at the point of output of bearing plate. 
 

3.1 Types of anchorages  
 

Several anchorages removed from bridges were analysed in laboratory. The type, number and 
arrangement of anchorage depends on the amount of prestressing. Various types of anchorages are 
shown in Fig. 2a. Simple anchorage was used to anchor one tendon, in Fig. 2b. The anchor consists 
of a square or rectangular bearing plate (axb) with a conical hole and a steel conical wedge, see Fig. 
2c. Anchorage dimensions are listed in Table 2. The wedge cone has transverse grooves to increase 
friction. Its depth hw depends on the contacting surface between the cone and wires and on the 
roughness of the conical hole, see Table 3. Smooth patented wires (from 7 to 24) with nominal 
diameter of 4.5 mm or 7 mm were grouped in cable and used in bridge structures. The cable was 
injected in the gaps between wires. Some wedges have a hole for grouting in the middle of the cone. 
Multi anchors were used to anchor two or more tendons, Fig. 2a. Several conical holes are placed in 
one rectangular bearing plate. The dimension of bearing plate range from 30 x 80 mm to 50 x 120 
mm. The angle of inclination of the wedge α ranges between 5 to 10 degrees. 
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Fig. 2: a) Anchorages from damaged bridges; b) Simple steel anchorage; c) Wedge cone. 

 
Table 2: Simple anchorage dimensions. 

Anchorage 13 φφφφ P4.5 20 φφφφ P4.5 12 φφφφ P7 24 φφφφ P7 

Dimension of plate a [mm] 90 120 120 200 

Dimension of plate b [mm] 90 120 120 200 

Thickness h [mm] 40 60 60 70 + 25 

Upper diameter D [mm] 39 50.5 50.5 145 

Bottom diameter d [mm] 32 40 40 52 

 
Table 3: Dimension of steel wedge. 

Anchorage 13 φφφφ P4.5 20 φφφφ P4.5 12 φφφφ P7 24 φφφφ P7 

Depth hw [mm] 40 57 60 70 

Diameter  dw [mm] 23.7 30.7 26.8 41.5 

 
3.2 Material properties  
 

The wires, produced through a special heat-treatment process “patenting” were used as a basic 
material for first post-tensioning in Slovakia. The patented wire has a high tensile strength of 1400 to 
2000 MPa, an elongation of 2 to 4 % and modulus of elasticity of 190 GPa, see Table 4. The final wire 
strength depends on the chemical composition and the degree of cold drawing [17, 18]. The patented 
wire is sensitive to mechanical surface damage, bends and high temperatures. No welding is allowed 
after patenting. 
 

Table 4: Characteristics of patented wires. 

Wires 
Nominal  

cross-sectional 
area Ap1 [mm2] 

Ultimate  
tensile strength  

<=� [MPa] 

Yield strength 
 <>,� [MPa] 

Ductility 
δ  [%] 

Modulus  
of elasticity  

Ep [GPa] 

Weight  
of wires  
m [g/m] 

φ P 4.5 15.904 1650 1200 2.6 
190 

124.85 

φ P 7 38.484 1400 1000 3.4 302.10 

 
The allowable stress of the patented wire at stressing is determined as 0.935 times the 

guaranteed yield strength corresponding to a permanent elongation of 0.2 % (0.935	<>,�), [15]. The 
calculated mechanical properties at stressing phase are illustrated in Table 5.  
 

Table 5: Mechanical properties during the stressing phases. 
Type of anchorage 7 φφφφ P4.5 9 φφφφ P 4.5 13 φφφφ P4.5 20 φφφφ P4.5 12 φφφφ P7 24 φφφφ P7 

Tendon area Ap [mm2] 111.33 143.14 206.75 318.08 461.81 923.62 

Max. stressing force 
P [kN] 124.91 160.61 231.98 356.87 431.80 863.59 

Min. pushing force on wedge 
S [kN] 

30 40 60 90 90 200 
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4 Performed tests and discussion 
 

Anchorages in relatively good condition have been gradually tested. The anchorage system 
from bridge Podbiel is described below. This bridge was built in 1956. The superstructure composed 
of 10 post-tensioned precast T girders with 22 parabolic tendons. Each tendon consists of 12 or 10 
patented wires of steel type φ  P 4.5 (120/165). Precast girders were transformed into an orthotropic 
deck. Girders were connected by cross beams and post-tensioned with 11 tendons and transversally 
post-tensioned through the top flange. This solution was developed for short span bridges (up 30.0 m) 
and it is not used today. The major case of damage of this bridge structure was determined to brittle 
failure [5]. 
 

 
Fig. 3: a) Demolition of damaged bridge, b) View on the anchorage area.  

 
Two single anchorages in visual the best condition were tested. Each anchorage consists of 10 

high steel smooth patented wires with diameter of 4.5 mm (10 ø P 4.5 mm). The wires were stress-
relieved steel wires. The cross-sectional area Ap1 of a single wire is 15.9 mm2. The strength of the 
wires was tested by standard method, the mean measured strength of a single wire fp was 1647 MPa 
and mean yield strength fy was 1160 MPa, as shown in Table 6.  
 

Table 6: Mean measured mechanical properties of smooth patented wires. 

Wire Nominal cross-sectional 
area Ap1 [mm2] 

Tensile strength 
 �=  [MPa] 

Yield strength 
�? [MPa] 

φ P 4.5 15.904 1647 1160 

 
The special single square anchorage was made with two flat steel bearing plates with a conical 

hole and a one conical steel wedge, see Fig. 4. The net bearing plate size is 100 x 100 mm and 
thickness of 20 mm. The upper plate size is 80 x 80 mm with thickness of 30 mm. The depth of wedge 
cone is 55 mm. The wedge cone has grooves on its surface with thickness of 0.5 mm. The grooves on 
the wedge are not symmetrical; they are adjusted to prevent the slip of prestressing wires. The 
inclination of wedge cone is 5.15ᵒ.  
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Fig. 4: Anchorage arrangement: a) steel wedge; b) anchorage system. 

 
The real working life of tested anchorages was 59 years. The function of these anchorages was 

verified by a short-term single tensile test in soft load mode. The test verifies how the tensile strength 
of wires decreases by the action of the anchorage. It is required that the tensile strength of wires in the 
anchorage does not decrease to 0.90 times. A value of 0.95 is recommended when randomly 
selecting anchorage for the test [15]. 
 
@A8B
@AB ≥ 0.95,           (9) 

 
Npum - failure load measured in the test,   
Npm - ultimate tensile force.  
 

The installation of a testing setup is shown in Fig. 5. The bearing plate and a wedge cone from 
another anchorage were used for the fixation of the test anchorage. Thus formed test specimen was 
extruded by hydraulic jack (Enerpac) with capacity 1000 kN. The load was recorded. The elongation 
was measured by using linear variable position transducers (TR 50) placed on both sides of specimen. 
The view on anchorage A1 before and after testing is shown in Fig. 5b and Fig. 5c. The relation 
between applied load and the elongation is illustrated in Fig. 6.  
 

 
Fig. 5: a) Test setup; b) Anchorage before testing; c) Anchorage after testing.  

 
During the tests, the wires and the wedge cone were pulled into the bearing plate 

simultaneously. The wedge inclination is small of 5.15°. The friction between wire and wedge cone 
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may be assumed to the value tgα. In future, the real friction coefficient will be verified during testing. 
As it can be seen from Fig. 6, the behaviour is not linear. Slippage occurs in three wires during the  
test 1. Assuming the corrosion surface and small inclination of the wedge cone it could affect the wire 
slippage during the testing. After reaching the limit of elasticity the wires were broken. The failure  
load of both anchorages is presented in Table 7. The measured mechanical properties of wires  
have taken into calculation of ultimate tensile force (262.4 kN). The ultimate tensile load decreases by 
15 % (anchor A1) and 23 % (anchor A2). The elongation in both specimens is very similar as shown in 
Fig. 6.  
 

 
Fig. 6: Load versus elongation of wires (10 φ P 4.5): a) anchor A1; b) anchor A2.  

 
Table 7: Tensile resistance of anchorages. 

Anchorage 
Number of patented 

wires Pφφφφ 4.5 
Ultimate tensile 
force Npm [kN] 

Mesured force  
Npum [kN] Npum / Npm 

A1 10 
262.4 

222.46 0.85 

A2 10 202.93 0.77 

 
5 Conclusions 
 

The analysed wedge anchorage system was used in first post-tensioned precast bridges in 
Slovakia in the 1960s. Based on this study the following conclusions can be drawn: 

• The anchorages were made of corrosion non resisting material. They were not sufficiently 

embedded and concreted, which caused their corrosion.  

• The anchoring of patented wires in wedge anchorages depends on friction and an inclination 

of the wedge cone and their surface condition. 

• The tensioned wires bend at the point of output from conical hole in bearing plate into duct 

and additional stresses are created. The wires are abraded by pushing the wedge cone and the wire 

profile is weakened.  

At the time of construction of these bridges, simplified empirical models were used to design the 
anchorage area. Nowadays, the reliability of anchorage systems can be verified using numerical 
models. Dimensions of anchorage, especially original net bearing plates could not be satisfied for 
current design practice for bridges. All material specification of post-tensioning components has been 
assessed in accordance with ETAG 013 [19]. The results of this study will be used as input data for 
the evaluation of the service life and durability of similar existing bridge structures.  
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